
TABLE 5.4-11


PROPOSED BACT CONTROLS - DRILLING AND OPERATION ACTIVITIES

Pollutant
Sources
Proposed Control Technology

NOX
Turbines
Dry Low NOX


Boilers/Heaters
Good Operating Practices


Internal Combustion Engines (natural gas fueled)
Low Emission Combustion


Internal Combustion Engines (diesel) - Cummins
Fuel Injection Timing Retard


Internal Combustion Engines (diesel)
Good Operating Practices


Incinerator
Good Operating Practices

CO
Turbines
Good Operating Practices


Boilers/Heaters
Good Operating Practices


Internal Combustion Engines (natural gas fueled)
Catalytic Oxidation


Internal Combustion Engines (diesel fueled)
Good Operating Practices


Incinerator
Good Operating Practices

PM10
Turbines (natural gas fuel)
Good Operating Practices


Boilers
Good Operating Practices


Internal Combustion Engines
Good Operating Practices


Incinerator
Good Operating Practices


Flares
Smokeless Tip Design

VOCs
Turbines
Good Operating Practices


Boilers/Heaters
Good Operating Practices


Internal Combustion Engines (natural gas fueled)
Catalytic Oxidation


Internal Combustion Engines (diesel fueled)
Good Operating Practices


Incinerator
Good Operating Practices


Tanks
None

SO2
Turbines
Low Sulfur Fuel


Boilers/Heaters
Low Sulfur Fuel


Internal Combustion Engines
Low Sulfur Fuel


Incinerator
Low Sulfur Fuel

Notes:
BACT
=
Best Available Control Technology

CO
=
Carbon monoxide

NOX
=
Oxides of nitrogen

PM10
=
Particulate matter less than 10 microns in diameter

SO2
=
Sulfur dioxide

VOCs
=
Volatile organic compounds

Source:
RILLC, 1998:Section 4.6.1
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